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Is a full offline entry level digital converting fi nishing solution, though 
entry level it has been designed and built to the exacting high standard 
of quality without compromise, this compact robust machine achieves 
semi-rotary die cutting at speeds of up to 65m/min.

The Comflex is ideally suited for any digital print house no matter how big or small they are, that have the 
requirements for a re-register converting fi nishing system, specifi cally designed and developed with a small 
compact foot print, the Comflex is the perfect solution for smaller companies with limited space and resources, 
Comflex is proving to be more than affordable and unbeatable within the marketplace its intended for.

The Comflex is able to re-register pre-printed media, remove the waste matrix and edge trim, slit and rewind all in 
one pass, with the capability to count either labels or linear metres giving the customer a fi nished roll all in one 
process.

BGM Elite Comflex
Compact Digital Finishing System

Excellence in Finishing

FULL SPECIFICATION ON REVERSE

Benefi ts
 Outstanding re-registration 
tolerances inclusive of accel and 
decel

 Semi rotary die cutting speeds of up 
to 65m/min

 Automatic die cut registration with 
massive savings on set-up time and 
waste

 Very flexible and versatile achieving 
a multitude of Digital converting and 
fi nishing processes

 User friendly touch screen with 
easy navigation, job load memory & 
machine diagnostics functions
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BGM Elite 330 Comflex
Standard Features:

Web Width
•	 333mm maximum web width
•	 330mm maximum die cut width

Unwind
•	 2700 linear metre capacity – diameter 700mm 

(27.5")
•	 76mm (3") air expanding unwind mandrel
•	 Electromagnetic particle brake
•	 Ultrasonic roll compensation
•	 Ultrasonic roll end facility

Adjustable Master Roll Splice Table
•	 Dual air operated splice clamps

Web Guide
•	 Electronically controlled web guidance system
•	 Ultrasonic sensor for clear and opaque 

materials

Driven Infeed
•	 Nip roller impression air operated
•	 Silicone covered

Servo Driven Re Register Semi – 
Rotary Die Station
•	 19" Magnetic cylinder
•	 Automatic die to print Re Register system
•	 Laser offset shim positioning system
•	 Disengaging anvil for ease of die shim change 

over
•	 Through core hardened base anvil
•	 Laterally adjustable die station
•	 Waste rewind independently driven ensuring 

outstanding matrix stripping with adjustable 
tension control

•	 76mm – (3") mechanical waste rewind mandrel

Servo driven outfeed
•	 Nip roller impression air operated
•	 Silicone covered

Razor Cut Slitting System
•	 Quick set up
•	 6 heads supplied

Rewind System
•	 Electronically controlled torque rewind system
•	 1000 linear metres capacity – diameter 406mm 

(16")
•	 76mm air expanding rewind mandrel
•	 Fully interchangeable rewind shaft (quick 

release)
•	 Label in – Label out facility on finished roll

Excellence in Finishing

OPTIONAL EQUIPMENT AVAILABLE UPON REQUEST


